
Metal Pumps SELECTION GUIDE

Our general purpose metal pumps are available in three materials: aluminum, anodized aluminum, and stainless steel.  Aluminum 

and anodized aluminum offer medium corrosion and abrasion resistance, while stainless steel is suitable for applications that 

require higher chemical and abrasion resistance.
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Fluid
Connection

Type

FNPT
FBSPT

Aluminum: FNPT, FBSPT

Stainless Steel:
FNPT, FBSPT, ANSI/DIN Flange

Aluminum:
FNPT, FBSPT

Stainless Steel:
ANSI/DIN Flange

Fluid
Connection

Size
(inches)

1/2 3/4 1 1-1/2 2 3

Air Inlet
Connection

(inches)
1/4 3/4
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Pump Style Bolted

Materials of
Construction
- Fluid End

Aluminum, Anodized Aluminum, Stainless Steel

Materials of
Construction

- Air End

Aluminum,
Polypropylene
(Glass-Filled)

Aluminum,
Polypropylene
(Glass-Filled)

Aluminum,
PTFE Coated

Aluminum
Aluminum, Stainless Steel

Aluminum,
PTFE Coated

Aluminum

Available
Elastomers

Geolast®, Santoprene®, PTFE, FKM, Buna-N, EPDM
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Maximum Lift
ft-H

2
0

(m-H
2
0)

Dry: 15 (4.6)
Wet: 31 (9.4)

Dry: 15 (4.6)
Wet: 31 (9.4)

Dry: 17 (5.2)
Wet: 30 (9.1)

Dry: 22 (6.7)
Wet: 31 (9.4)

Dry: 24 (7.3)
Wet: 32 (9.8)

Dry: 20 (6.1)
Wet: 31 (9.4)

Maximum
Solids

inches (mm)
1/8 (3.2) 1/8 (3.2) 1/4 (6.4) 7/16 (11)

Maximum
Flow Rate
gpm (lpm)

15
(57)

15
(57)

48
(182)

115
(435)

190
(719)

235
(890)

Consult www.all-fl o.com for specifi c chemical compatibility.

A100 A150
Flanged

A150
Threaded

A200
Flanged

A200
Threaded

A300
Flanged

A300
Threaded

A075A050


